
Quick color change system designed for  
fast and efficient color changes

Plug and Spray Quick Color Change System

Modular and Adaptable: Built-in wall and rail mount 
bracket integrates into any venturi powder coating system 
without the need to make electrical connections for a simple 
installation. 

Easy and Flexible Color Changes: Quick disconnect 
fittings for easy operation and guided-fit to ensure proper 
connection.

Efficient: Designed to enhance production by dramatically 
reducing downtime during color changes.  Saves up to 
70% of powder material by eliminating the need to clear the 
powder from the hopper hose.

INSERT IMAGES OR 
DIAGRAMS IN A  BOX WITH 
A 0.5PT STROKE OUTLINE

The Plug n Spray, quick color change system offers a simple, 
quick disconnect design to changeover colors fast and easy in 
manual spray gun applications.

• Easy-to-use, accessible panel design allows the operator to 
effortlessly change from one color to the next in as little as 20 
seconds per color

• Adaptable to any type of venturi powder coating equipment and 
applications

• Flexible color change system, offering up to10 colors per 
panel, with the ability to mount as many panels required for the 
application



Plug and Spray Quick Color Change System

Technical Specifications

Plug and Spray Quick Color Change System

Size (L x W x D) 18.5" x 16.75" x 7.0"  (470 x 425 x 177mm)

Weight 18 lbs.   (8 KG)

Color Change Pressure
Minimum: 90 psi (6.2 bar)  
Maximum: 130 psi (9 bar)

Color Change Purge 25 - 30 cfm

Mounting Configurations
Rail Mount   
Wall mount

System Configurations Manual Spray Guns / 10 colors per panel

Total System Tubing Length 50 ft. or less   (15.24 mm)

Tubing Size (ID): Supplied with 8 mm tube fittings

Hose Size (ID):
.5" ID  (12.7 mm ID)
.43307" ID   (11 mm ID)

Safety Securely fastened and grounded
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Why choose Nordson
In highly competitive manufacturing markets, productivity is  
vital and performance is essential. That’s why we apply both 
to everything we do, whether it’s our products, expertise  
or outstanding customer service. We’ll always be there to  
help maintain the new standards you’ve set, with expert  
service and support delivered through our teams working  
across the globe.

This unique Nordson approach helps you reach new levels 
of production, while working more accurately, efficiently and 
competitively than ever. Precisely why manufacturers who 
demand quality, can rely on Nordson.

Technical specification
Operating specifications

Gun speed velocity range Minimum: 9 cycles per minute (up and down) @ 20 Hz  
Maximum: 40 cycles per minute (up and down) @ 88 Hz

Stroke center line from base 1920 mm (75.6 in.) (Without in/out positioner)

Stroke length adjustment 100--450 mm (4--18 in.)

Maximum payload 80 kg (176 lb) @ 610 mm (24 in.) from gun mounting flange

Ambient operating temperature range 5--50 _C (41--122 _F)

Dimensions: With VFD: 2667.7 mm H x 843.3 mm W x 737.5 mm D (105 in. H x 33.2 in. W x 28 in. D)
Without VFD: 2667.7 mm H x 703 mm W x 737.5 mm D (105 in. H x 27.6 in. W x 28 in. D)

Recommended gear reducer oil Mineral oil with an EP additive (DIN51517, Type CLP, ISO viscosity, Grade EP220 (AGMA 5EP)

Compressed air requirements

Supply pressure Minimum: 5.8 bar (85 psi)  Maximum: 10.3 bar (150 psi)

Air consumption Negligible

Features and benefits

• Simple design for easy operation and maintenance

• 16-gun capacity is ideal for heavy payloads

•  450 mm (18") maximum stroke covers a complete range
of application requirements

•  Pneumatic counter-balance mechanism provides energy
efficiency and extended life of all moving parts

•  On-board or remote VFD provides easy speed adjustment

•  Plug-and-play connections for easy installation and start-up

Nordson Oscillator


